All work to conform to local & national building regulations

and standards.

15mm Smooth plaster bands around windows to be made

All existing facebrick walls to be cleaned and prepared for|
as shown on the layout

brick sealing,
methods using standard brickwork (220 x 110 x 75mm )

for all internal\ external walls.

Use dpc at floor level.
Lay brick force on every third course where new walls

Copyright and right of reproduction of this drawing or
are to be erected

any portion thereof, is reserved.

GENERAL NOTES :
For new walls use standard acceptable construction

Use SABS approved quality materials only.
Walls to be plastered & painted internally.
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All Existing face brick external
walls to be jet cleaned to remove
loose dirt and prepare for brick dressing

Remove existing damaged roof structure

completely and replace it with new.

NEW ROOF
on 114x38mm SA Pine timber trusses on

0.6mm Pre-painted corrugated
metal roof sheeting on treated
76x50mm SA Pine timber purlins
114 x 38mm wall plate tied to Wall
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on 114x38mm SA Pine timber trusses on
loose dirt and prepare for brick dressing

wall to match existing and apply plaster
114 x 38mm wall plate tied to Wall

inside and prepare for painting
Remove existing damaged roof structure

completely and replace it with new.

new one as per the details supplied
Brick-up existing opening, new external
loose dirt and prepare for brick dressing
NEW ROOF

walls to be jet cleaned to remove

good to fit new Aluminium window,

Break down existing wall and make
refer to window schedule

Remove existing verandah
structure completely and build
All Existing face brick external
walls to be jet cleaned to remove
0.6mm Pre-painted corrugated
metal roof sheeting on treated
76x50mm SA Pine timber purlins
All Existing face brick external
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